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Z110 is a 4..20mA isolator powered through the input loop. It 
does not require any auxiliary power supply. Z110 is available in 
two different version: Z110S (single channel) or Z110D (double 
channel). A 2-way galvanic isolation between input // output 
circuits assures the integrity of your datas.    
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TeChnICal SPeCIfICaTIOnS

general data
power supply From the 4-20 mA input loop 

power consumption -

isolation 1.500 Vac (2 way)

power transducers No

accuracy 0,1%

response time 100 ms

Status indicators Power supply, error, data transmission, data reception, input status

Setting -

Mounting 35 mm DIN rail guide

protection degree IP20
operating 
temperature

0..50°C

dimension (W x H x d) 17.5 x 100 x 112 mm

Input
channel numbers 1 (Z110S), 2 (Z110D)

current 4..20 mA 

Output
channel numbers 1 (Z110S), 2 (Z110D)

current 4..20 mA 

Standard
approval CE

norms
EN 50081-2; EN 55011; EN 50082-2; EN 61000-2-2/4; EN 
50140/141; EN 61010-1

SIMIlaR PROdUCTS

Z109S Z109UI2 Z170Reg

Dc current isolator
DC current / voltage to DC 
current/voltage isolator/

converter  

DC current/voltage 
duplicator/isolator
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Code description
Z110S DC current isolator - Self powered (single channel)

Z110d DC current isolator - Self powered (double channel)
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